
The MF4315 is the ultimate GPS tracker designed for 
covert installations in vehicles to obtain real-time 
location information, equipment usage and driver 
behavior. Whether your asset is stationary or mobile, 
easily manage your deployments reliably with this 
low cost and low maintenance solution.

GPS TRACKER DESIGNED
FOR COVERT INSALLATIONS

MF4315
VEHICLE TRACKER

DEVICE BEHAVIOR
Reporting Frequency:
Every 30 seconds while in motion and Ignition On
Every 6 hours while stationary and Ignition Off
Every 60 seconds Ignition off while in motion
Installation Time: <1hr

THE MF4310 SUPPORTS
Ignition Status
Motion Detection
Harsh Acceleration
Harsh Braking
Harsh Cornering
Impact Detection
Device Battery Status

GPS Location
GPS Speed
Vehicle Idle
Idle Time
Tow (Start/Breadcrumb/Stop)
Device-Side Logged Message

DEVICE SUPPORTS
Internal Antennas
Inputs: 2
Output: 1

SPECIFICATIONS
Waterproof: IP67
Dimensions: 94 mm × 55 mm × 23 mm
Weight: 103g
Battery: Rechargeable 3.7V, 220mAh Li-ion Battery
Battery Life (estimated): 3 Days
Operating Temperature: -40C~ +80C

COVERT INSTALLATION

EQUIPMENT UTILIZATION

THEFT PROTECTION

COST EFFECTIVE

LOCATION MANAGEMENT

REAL-TIME MONITORING

ALERTS & NOTIFICATIONS

DRIVER BEHAVIOR

IP67 RATING

®

1-800-283-2222
sales@babaco.com

www.babaco.com

FOR MORE INFORMATION:

We design products with YOU in mind.


